- 11.15 _
[283.1] |
4,54 1.91 > 64
115.4 = ™ [48.4] [ :
[115.4] C 0.]16 ~ [67.0]
—— [4.0] aX
——0.19 x 0.19 3/8-16
| x 1.42 KEY UNC-2B —
4.09 210 ®4.50 +
[103.9] p_ Ii [114.3]
— 1.72
— [43.6]
—
= —
DETAIL A @ 0.88 [22.3]
. .T... _ _ ...F. . SCALE 2:1 HOLE 4X 1.22 [31.0] A ]
0.34 2.75 : AT T
[6.7] _._|”<_ l6os] ™ x 0.34 [8.7]SLOT || |_| » » L 012
: : 3.0
I__ [3-602] [61.9) ™ | [61.9] [.0]
. 6.54
4.02 -
~— [102.0] [166.0]

WEG ELECTRIC S SERIES STANDARD EFFICIENCY AC INDUCTION MOTOR, GENERAL PURPOSE, INVERTER RATED &

AutomationDirect.com
HAZARDOUS LOC, 1/4HP, 3-PH, 208-230/460 VAC, 3600RPM, TEFC, 56C FRAME, ROLLED STEEL, RIGID BASE/C-FACE MOUNT . 2 5 36 ES 3 E56C'S 1-800-633-0405
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