
 4.50
114.3

 

 5.50
139.7

 

 16.32
414.6

 

 4.54
115.4

 

 4.09
103.9

 

 6.30
160.0

 

 8.50
215.9

 0.25
6.4

 

 2.62
66.6

  8.66
220.0

 

 9.08
230.6

 

 0.41
10.3

 

 2.75
69.9

  3.50
88.9

 

0.25 x 0.25
x 1.97 KEY

 9.08
230.6

 

5.92
150.3

 4.50
114.3

 

 8.66
220.0

 

 1.89
48.0

 

 6.70
170.3

 

 7.50
190.5

 

 0.17
4.3

 
 3.75

95.2
  3.75

95.2
 

8.86
225.0

9.15
232.5

 8X 0.41 [10.3] 

7.25
184.1
B.C.

 2.64
67.0

 

A

Ø 1.18 [28.4]
HOLE

4X
1/2-13
UNC-2B 

 0.25
6.4

 

1.125
28.6

 DETAIL A
SCALE 2:1

2/14/2024

WEG ELECTRIC S PREMIUM EFFICIENCY AC INDUCTION MOTOR, GENERAL PURPOSE, INVERTER RATED & HAZARDOUS LOC, 
1-1/2HP, 3-PH, 208-230/460 VAC, 1200RPM, TEFC, 182TC FRAME, ROLLED STEEL, C-FACE /RIGID BASE MOUNT
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