- 20.10 -
B [510.6] o
7.97
11.44 3.13 ~ [2025] 7 |
- [290.6] - - [79.5] . ©10.96
5.55 | o 0:25 3.03 [278.5]
T [141.0] T — [6.4] | ——o0.31x0.31 = 70 [
X 2.48 KEY @7.25
- (.\ [184 1]
<Z>8 90
. [226 0]
. ®5.98
f— [151 8]
10.73 5.25 IR
[272.7][133.4]
O (®)
DETAIL A
— SCALE 2:1
E | | | | @ 1.38 [35.0]
] X HOLE
8X 0.41 [10.3] —m=
0.41 | 5 .
- : 4.3]
[10.3] ' 338 o 107.9 107.9 [
. [85.9] [107:9] 8.50 [107:9]
7.00
215.9
[177.7] - [9.45 ]
7.95 [240.0]
[202.0] "
WEG ELECTRIC S PREMIUM EFFICIENCY AC INDUCTION MOTOR, GENERAL PURPOSE, INVERTER RATED & HAZARDOUS LOC, AutomationDirect.com
5HP, 3-PH, 208-230/460 VAC, 1200RPM, TEFC, 215TC FRAME, ROLLED STEEL, C-FACE /RIGID BASE MOUNT 00512ET3E215TC-S 1-800-633-0405
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