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SECTION B-B

VARIANT A B CD D E F
06 4.89 3.25 3.64 0.18 0.625 0.875
08 6.89 3.25 5.64 0.18 0.625 0.875
10 8.88 3.25 7.63 0.18 0.625 0.875
12 10.89 3.25 9.64 0.18 0.625 0.875
14 12.89 3.25 11.64 0.18 0.625 0.875
16 14.89 3.25 13.64 0.18 0.625 0.875
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RMSC1-4-20 x 0.5 FLPH

Ø0.46

0.50

 82°

 1/4" -20 UNC-2B
FULL THREAD

PART LIST
S.NO DESCRIPTION QUANTITY MATERIAL/REMARKS

1 PC FULL FLANGE 2 POLYCARBONATE

2 1/4 " - 20 UNC X 0.5 ( L )
C'SK SCREW 4 STAINLESS STEEL 304

3 INSTALLATION
INSTRUCTIONS 1 SEALED IN POUCH

PHILLIP
SOCKET  0.02 STRAIGHT

PERMITTED

0.30

0.06

MATL: SS 304

PC FULL FLANGE
MATERIAL : POLYCARBONATE
GRADE :       LEXAN 943A
COLOR :       PANTONE 7541 C

DESCRIPTION

ALL DIMENSIONS ARE IN INCHES
UNLESS OTHERWISE SPECIFIED
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CUSTOMERDATE DWG

± 0.03 ± 0.010

Robroy Enclosures
500 Maple Street

Belding, Michigan 48809
Phone: 616-794-0700

Fax:  616-749-3378
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1. CONTACT ENGINEERING FOR
    FIRST RUN INSPECTION
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