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A KNOCKOUT

 10.06
255.5
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142.1

 

3X 
7/8 - 1-1/8
KNOCKOUTS

 10.06
255.5

 

KNOCKOUT

2X
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 8.00
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6.4

 2X
0.50

12.7

 4.50
114.3

 
 0.50

12.8
 

 0.35
8.8

 

2X
0.25
6.4

SECTION A-A
POWER TERMINAL BLOCK
(TB1)

OPTIONAL
THERMAL SWITCH
TERMINAL BLOCK
(TB2)

0.25-20,
GROUND STUD

 4.50
114.3

 

 8.00
203.2

  8.90
226.1

 

4X
0.31
7.9

 5.50
139.7

 

METAL PLATE
PROVIDED TO 
MOUNT TO A
COMPOSITE 

SURFACE
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AUTOMATIONDIRECT VTF SERIES DRIVE OUTPUT FILTER, 208-600 VAC, 1/2HP AT 208/230 VAC, 1-1/2HP AT 460 
VAC AND 2HP AT 575 VAC, UL TYPE 1, 3-PHASE, 3A, OUTPUT SIDE ONLY. FOR USE WITH MULTIPLE AC DRIVES

inch
[mm]

UNLESS OTHERWISE 
SPECIFIED UNITS ARE:

LATEST VERSIONPART DIMENSIONS MAY DIFFER SLIGHTLY 
DUE TO MANUFACTURER'S VARIANCES

NOT TO
SCALE

3rd
ANGLE
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METRIC UNITS USED 
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