
AC SERIES COALESCING
FILTER

AB SERIES L-BRACKET*
PULL UP TO ADJUST

PUSH DOWN TO LOCK

AR SERIES REGULATOR
CAN BE MOUNTED WITH

KNOB DOWN. MOVE
GAUGE TO OPPOSITE

SIDE TO MAINTAIN LEFT TO
RIGHT FLOW DIRECTION

AB SERIES T-BRACKET*

AF SERIES
 FILTER

INSTALLATION INSTRUCTIONS
NITRA AIR PREP

IMPORTANT

NOTE FLOW DIRECTION ARROWS 
ON EACH UNIT WHEN INSTALLING

* AB SERIES BRACKETS ARE 
  INTERCHANGEABLE

ALL COMPONENTS MUST BE OF THE
SAME SERIES SIZE (2, 3, 4)

GAUGE
OR

TRANSMITTER

ADB DISTRIBUTION BLOCK
(OPTIONAL, ADDITIONAL AB SERIES BRACKET

REQUIRED IF DISTRIBUTION BLOCK 
IS USED)

AIR FLOW
DIRECTION

DIAGRAM INDICATES TYPICAL SEQUENCE AND LOCATION OF
VARIOUS AIR PREP COMPONENTS. A GIVEN APPLICATION MAY NOT 

REQUIRE ALL OF THE COMPONENTS DEPICTED.

AGP GAUGE PLATE
(OPTIONAL)

AB SERIES U-BRACKET*

IMPORTANT:
COALESCING FILTERS SHOULD NOT BE
PLACED DOWNSTREAM FROM LUBRICATOR
(AC-XXX SERIES FILTER) SERIES  

SIZE

BRACKET 
SCREW
TORQUE

RECOMMENDED
MOUNTING 

SCREWS
2 18 in-lb #8 or M4
3 18 in-lb #10 or M5
4 20 in-lb 5/16 or M8

If you have any questions concerning the installation or operation 
of this equipment, or if you need additional information, please call  
AutomationDirect.com Tech Support at 770-844-4200



PULL DOWN ON
TAB AND ROTATE BOWL

TO REMOVE

DRAIN: IT IS RECOMMENDED TO PIPE DRAIN
PORT TO APPROPRIATE DRAIN, ESPECIALLY

FILTERS WITH AUTO-DRAIN FEATURE

MOUNTING BRACKET
INCLUDED

ARROW INDICATES
FLOW DIRECTION

VIEW DISPLAYS FILTER'S
BOTTOM SIDE

TO REMOVE FILTER
USE 6MM HEX WRENCH

NOTES:

WHEN INSTALLING, ALL FILTERS MUST BE MOUNTED 
VERTICALLY WITH BOWLS DOWN.

COALESCING FILTERS SHOULD NOT BE MOUNTED 
DOWNSTREAM OF A LUBRICATOR

STAND ALONE
INSTALLATION


