
HOLDX RL-A1

Anchorplate with RFID tag and with 50N permanent magnet
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HOLDX RL-A1

General data
Type designation HOLDX RL-A1

Item number SP-X-71-001-40

Mechanical data

Dimensions of anchor plate
Width of anchor plate 34,4 mm
Length of anchor plate 224,1 mm
Height of anchor plate 20,1 mm
Permanent magnet 50 N
Weight anchor plate 475  g
Torque (mounting screw) anchor plate 6  Nm

Material housing anchor plate
PBT GF30, Aluminium eloxated black, S235
nickelplated, EPDM/ CR

Switch-off reaction time anchor plate - Outputs
t(off)

max. 75 ms

Downloads
 • Software Gateway

 • Product line

 • Catalog

 • Catalog packaging systems

 • CAD Data

 • Operating manual

 • Certificate UL

 • EPLAN-Data

Zeppelinweg 4 | D-78549 Spaichingen | www.safety-products.de | Version 3.0 | February 2019 | Errors and changes excepted

http://www.safety-products.de/download.php?index=1&lng=en&folder=products&type=*&p=771&id=1333
http://www.safety-products.de/download.php?index=1&lng=en&folder=products&type=*&p=771&id=1321
http://www.safety-products.de/download.php?index=1&lng=en&folder=products&type=*&p=771&id=1335
http://www.safety-products.de/download.php?index=1&lng=en&folder=products&type=*&p=771&id=1363
http://www.safety-products.de/download.php?index=1&lng=en&folder=products&type=*&p=771&id=1664
http://www.safety-products.de/download.php?index=1&lng=en&folder=products&type=*&p=771&id=2082
http://www.safety-products.de/download.php?index=1&lng=en&folder=products&type=*&p=771&id=2089
http://www.safety-products.de/download.php?index=1&lng=en&folder=products&type=*&p=771&id=2356

