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LUTZE Cat5e Ethernet bulkhead connector, RJ45 female 
8‑wire/8‑pin to RJ45 female 8‑wire/8‑pin, shielded, IP65 (cover 
closed), IP20 (cable inserted), UL Type 2, 3R, 4, 4X, 12 and 13.

For complete product information, please see this item on our 
store at the following link:

https://www.automationdirect.com/pn/492075

Technical Specifications
Brand LUTZE
Item Connector
Form Factor Bulkhead
Connector Standard Cat5e Ethernet
Connection 1 RJ45 female 8-wire/8-pin
Connection 2 RJ45 female 8-wire/8-pin
Shielded Yes
Housing Material Polyamide/thermoplastic (PBT) (polyurethane cover)
IP Rating IP65 (cover closed), IP20 (cable inserted)
UL Type 2, 3R, 4, 4X, 12 and 13
Includes Mounting nut(s)
Additional Information Exceeds Category 5E specifications

Agency Approvals
UL Listed File # E326112
UL Recognized File # None
UL Hazardous File # None
CE View CE declarations
CSA File # None
RoHS Status Yes (See CE Doc)
EU REACH View EU REACH document

Dimensional Drawings

2D Drawing PDF Link:
https://cdn.automationdirect.com
/static/drawings/2d/492075.pdf
See store item page for other formats.
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