
APCV-EN20ES1-AD Cut Sheet www.automationdirect.com

LS Electric encoder feedback cable, mating connectors, 
65.6ft/20m cable length. For use with all LS Electric PHOX series 
drives. (1) AA ER6V lithium battery included.

For complete product information, please see this item on our 
store at the following link:

https://www.automationdirect.com/pn/APCV-EN20ES1-AD

Technical Specifications
Brand LS Electric
Item Cable
Cable Type Encoder feedback
Cable Length 65.6ft/20m
For Use With All LS Electric PHOX series drives
Includes (1) AA ER6V lithium battery

Dangerous Goods

Battery Installed: Yes
Packaging Instructions: 970
UN Number: UN3091
Hazard Type: Lithium Batteries
Battery Type: Other
Lithium Content: 0.65
Replacement Battery: APCS-BATT36-AD
Generic Battery: ER6V

Agency Approvals
UL Listed File # None
UL Recognized File # None
UL Hazardous File # None
CE None
CSA File # None

RoHS Status Meets RoHS Chemical Restrictions - 
No CE (See RoHS Statement Below)

EU REACH View EU REACH document
Other RoHS Statement

Dimensional Drawings

2D Drawing PDF Link:
https://cdn.automationdirect.com
/static/drawings/2d/APCV-EN20ES1-AD.pdf
See store item page for other formats.
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