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Fuji Duo Series SC-E Contactors

Features

+ 5t0 100 hp at 480 VAC

 cULus and CSA approval, CE mark, meets JIS
and IEC standards.

» Models SC-E02-xxx to SC-E4-xxx have
3-pole main circuits and come in three sizes
with widths of 43mm, 54mm, and 67mm.

» Models SC-E1-xxx to SC-E7-xxx employ a
box terminal structure; allowing wires to be
connected directly to the main circuit.

SC-E2S SC-E7

» Has a finger-protection terminal structure

. Safety Standards & Approvals

"c\:azplre\éecnéssthe etxp:zu;of live parts. » Terminals with finger-touch protection (DIN « UL listed, file E42419, Standard UL 508

* Models SL-ES>-XXX 10 SL-E/-XXX use a 57106/VDE 0106 Teil100 . ; ;
SUPERMAGNETTM (AC-input/DC-output >7106/ ) gUL '(;“decg': 54222429,(] y
operation) for high operating reliability and Utility . . tandar - No.
requires no surge SUPpPressor. * Box lug terminal construction « VDE 0660

Small Size * Long electrical life « JIS C 8201-4-1

» SC-E02-xxx to E05-xxx: 43mm wide » Easy to wire « IEC 60947-4-1 / EN 60947-4-1

* SC-E1-xxx to E2S-xxx: 54mm wide Environmental + CE compliant

+ SC-E3-xxx, E4-xxx: 67mm wide * Low power consumption . Optional accessories

o SC-E5-xxx: 88mm wide * Recycled thermoplastic resin used for plastic « Auxiliary contact blocks

parts.

» The names of materials are indicated on all
major parts to facilitate recycling

« Coil surge suppression units

SC-E Series Contactors Specifications - UL and CSA

Rated Capacity (HP) = IR
3-Phase Motor 1-Phase Motor g . Ee|g |S_
Nominal Coil 35 §-§. -E_\ §i— Frame
Part Number Price ml;";,t: ol @8 S| =8 25| Width
O%ege | ooy | 220to | 44010 | s50t0 | 100t0 | 22000 | IS | SE | S| 3T | (mm)
240V 480V 600V 120V 240v | 3% 88 8 =
5] ® S <
[+ o Q
SC-E02P-24VAC 24 VAC
SC-E02P-110VAC 110 VAC
SC-E02P-220VAC 220 VAC
2 2 5 5 113 1 9 20
SC-E02P-440VAC 440-480 VAC
SC-E02P-500VAC 500-550 VAC
SC-E02PG-24VDC 24\DC
SC-E03P-24VAC 24 VAC
SC-E03P-110VAC 110 VAC
SC-E03P-220VAC 220 VAC 3 3 75 75 112 2 12 20
SC-E03P-440VAC 440-480 VAC
SC-E03PG-24VDC 24\DC
SC-E04P-24VAC 24 VAC 5 | 690 | 43
SC-E04P-110VAC 110 VAC
SC-E04P-220VAC 220 VAC
5 5 10 10 1 3 18 25
SC-E04P-440VAC 440-480 VAC
SC-E04P-500VAC 500-550 VAC
SC-E04PG-24VDC 24\VDC
SC-E05P-24VAC 24 VAC
SC-E05P-110VAC 110 VAC
SC-E05P-220VAC 220 VAC
5 75 15 15 2 3 25 32
SC-E05P-440VAC 440-480 VAC
SC-E05P-500VAC 500-550 VAC
SC-E05PG-24VDC 24\VDC

TABLE CONTINUED NEXT PAGE
Notes: 1. AC3 type loads consist of squirrel cage three-phase motors; occasional, limited jogging duty.
2. AC1 non-inductive or slightly inductive loads. Typically resistive loads (i.e. furnaces, ovens, etc.)
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Fuji Duo Series SC-E Contactors F2 Fuii Electric

SC-E Series Contactors Specifications - UL and CSA

Rated Capacity (HP) E < =
_ _ 3-Phase Mator 1-Phase Motor E E by § ~ g’ § S | frame
Model Price No%;ttg;gm / 28 3 3 2 =g E S | Width
200V | 220-240V | 440-480V | 550-600V | 100-20V | 220-240V | ST & g = § 3 s | (mm)
g | 8 <
SC-E1-24VAC 24 VAC
SC-E1-110VAC 110 VAC
SC-E1-220VAC 220 VAC
75 10 25 25 2 3 32 | 50
SC-E1-440VAC 440-480 VAC
SC-E1-500VAC 500-550 VAC
SC-E1G-24VDC 24VDC
SC-E2-24VAC 24 VAC
SC-E2-110VAC 110 VAC
SC-E2-220VAC 220 VAC 10 15 30 30 3 5 40 | 60 54
SC-E2-440VAC 440-480 VAC
SC-E2G-24VDC 24VDC
SC-E25-24VAC 24 VAC
SC-E2S-110VAC 110 VAC
SC-E25-220VAC 220 VAC
15 20 30 30 3 10 5 | 65 | 5
SC-E25-440VAC 440-480 VAC
SC-E25-500VAC 500-550 VAC
SC-E25G-24VDC 24VDC
SC-E3-24VAC 24 VAC
SC-E3-110VAC 110 VAC
SC-E3-220VAC 220 VAC 20 25 50 50 5 15 65 | 100
SC-E3-440VAC 440-480 VAC
SC-E3G-24VDC 24VDC 690
SC-E4-24VAC 24 VAC 67
SC-E4-110VAC 110 VAC
SC-E4-220VAC 220 VAC
25 30 50 50 5 15 80 | 105
SC-E4-440VAC 440-480 VAC
SC-E4-500VAC 500-550 VAC
SC-E4G-24VDC 24VDC
SC-E5-24V 24 VAC/ VDC
SC-E5-100V 110 VAC/ VDC
SC-E5-200V 220VAC/VDC| 30 30 60 75 75 15 105 | 150 | 10 88
SC-E5-400V 380-450 VAC
SC-E5-500V 460-575 VAC
SC-E6-24V 24 VAC/ VDC
SC-£6-100V MOVACIVDC 40 75 100 10 20 125 | 150 | 10 100
SC-E6-200V 220 VAC/ VDC 100
SC-E6-500V 460-575 VAC
SC-E7-24V 24 VAC/ VDC
SC-E7-100V 110 VAC/ VDC
SC-E7-200V 220VAC/VDC| 50 50 100 125 15 25 150 | 200 | 10 115
SC-E7-400V 380-450 VAC
SC-E7-500V 460-575 VAC

Notes: 1. AC3 type loads consist of squirrel cage three-phase motors; occasional, limited jogging duty.
2. AC1 non-inductive or slightly inductive loads. Typically resistive loads (i.e. furnaces, ovens, etc.)
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Fuji Duo Series SC-E Contactors

SC-E Series Contactors Specifications - IEC

Rated Capacity (kW) Rated Operating Current (A) Rated Internal Aulary

Contactor Type 3-Phase MotorAt;&; / AC-4 " 3-Phase Motor AC-3 / AC-4 Resistive Load AC-1 Z;‘;Z’:tl ) Contact

200-240V | 380-440V | Jco | 600-690V| 5,0, | 380-440V | 500-550V | 600-690V | 200-240V | 380-440V | (A) gepepet
SC-E02(G)-xxx| 22122 | 4/4 | 4/NA | 4INA | 9/9 9/9 7INA | 5/NA 20 20 20
SC-E03(G)-xxx| 3/3 | 55/55 | 55/NA | 55/NA | 12/12 | 12/12 | 9/NA | T7/NA 20 20 20
SC-E04(G)-xxx| 4/4 | 75/75 | 75/NA | 75/NA | 18/18 | 18/18 | 13/NA | 9/NA 25 25 25
SC-E05(G)-xxx| 55/4 | 11/75 | 1MINA | 75/NA | 25/18 | 25/18 | 17/NA | 9/NA 32 32 32
SC-E1(G)-xxx | 75/75 | 15/15 | 15/NA | 11/NA | 32/32 | 32/32 | 24/NA | 15/NA 50 50 50
SC-E2(G)-xxx | /11 |185/185|185/NA| 15/NA | 40/40 | 40/40 | 29/NA | 19/NA 60 60 60
SC-E2S(G)-xxx| 15/11 | 22/185 | 25/NA | 22/NA | 50/40 | 50/40 | 38/NA | 26/NA 65 65 65
SC-E3(G)-xxx |185/185| 30/30 | 37/NA | 30/NA | 68/68 | 65/65 | 60/NA | 38/NA | 100 100 100
SC-E4(G)-xxx | 22/185 | 40/30 | 37/NA | 37/NA | 80/68 | 80/65 | 60/NA | 44/NA | 105 105 105
SC-E5-xxx 30/30 | 55/55 | 55/NA | 55/NA | 105/105| 105/105 | 85/NA | 64/NA | 150 150 150 2N.0+2N.C.
SC-E6-xxx 37/37 | 60/60 | 60/NA | 60/NA |125/125| 125/125 | 90/NA | 72/NA | 150 150 150 2N.0+2NC.
SC-E7-xxx 45/45 | 75/75 | 75/NA | 90/NA | 150/150 | 150/150 | 120/NA | 103/NA | 200 200 200 2N.0+2NC.

Internal Auxiliary Contact Ratings

Internal Auxiliary Contact Ratings - UL and CSA

NEMA ICS 5-2000 Ratings ( note 2 )
Frame Size A
(note 1) Insulation AC Ratings DC Ratings
Voltage (V) Designation Making VA Breaking VA Designation Making/Breaking VA
E5 to E7-xxx 690 AB00 7200 720 Q300 69
Notes:

1. E02(G) to E4(G) do not have internal auxiliary contact.
2. NEMA ICS 5-2000. For more information, refer to Control Circuit Contact Electrical Ratings, see page tMRC-129.

Internal Auxiliary Contact Ratings - IEC, JIS

Based on IEC 60974-4-1, EN 60947-4-1, JIS C 8201-4-1
Making and Breakin . S
Frame Size Rated Rated cgp acity (A) 9 Rated Operational Current (A) :sz;ra"tlllr’:"
(note 1) Insulation Thermal AC-15 0C-13 Voﬁ‘age agd
Voltage (V) | Current (A) | AC Voltage | Amps | AC Voltage (Ind. o3 g | DOCVoltage | Ioa 0 Current
120V 60 120V 6 24V 3
220V 30 220V 3 48V 15
E5 to E7-xxx 690 10 5VDC, 3 mA
440V 15 440V 15 110V 0.55
600V 12 600V 1.2 220V 0.27

Note 1: E02(G) to E4(G) do not have internal auxiliary contact.
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Fuji Duo Series SC-E Contactors

Coil Characteristics

AC Coil Characteristics

Power Consumption (VA) Power Loss (W) Operating Time (ms)
Frame Size Inrush Sealed 50H 60 H Pick-Up Voltage (V) Drop-0ut Voltage (V) Coil ON to Coil OFF to
50/60 Hz 50/60 Hz ‘ ‘ Contact ON | Contact OFF
E02 to E05-xxx|  90/95 99 27 28 085-1.1xUS. 02-075xU.S. 9-20 5-16
rated coil voltage rated coil voltage
0.85-1.1xU.S. 0.2-0.75x U.S.
E1 to E2S-xxx 120/135 12.712.4 36 3.8 rated col voltage rated col voltage 10-17 6-13
0.85-1.1xU.S. 0.2-0.75x U.S.
E3, E4-xxx 180/190 13.31134 45 5 rated coil voltage rated coil voltage 10-18 8-18
E5-xxx 80/95 446 32 36 085-1.1xUS. 02-075xU.S. 39-45 27-33
rated coil voltage rated coil voltage
E6, E7-xxx 190/230 49/5.8 34 37 08-11x US. 0.1-085xU.S. 3137 30-36
rated coil voltage rated coil voltage

DC Coil Characteristics

Power Consumption (W) Operating Time (ms)
Frame Size Pick-Up Voltage (V) Drop-0ut Voltage (V) Coil ON to Coil OFF to Contact
L BLEILL Contact ON OFF
0.85-1.1xU.S. 0.1-0.75x U.S.
S i e 7 7 rated coil voltage rated coil voltage 45-49 10-26
0.85-1.1xU.S. 0.1-0.75xU.S.
S (e 9 9 rated coil voltage rated coil voltage 40-50 817
E3G, E4G-xxx 12 12 085-1.1xUS. 0.1-0.75xU.S. 60-70 1421
rated coil voltage rated coil voltage
E5-xxx %0 28 085-1.1xUS. 01-075xU.S. 3541 26-32
rated coil voltage rated coil voltage
08-1.1xUS. 0.1-0.65xU.S.
o4, e 225 32 rated coil voltage rated coil voltage 28-34 271-33

Operating Coil Operating Coil Operating Coil

AC Coil, SC-E02-xxx to SC-E4-xxx AC/DC Coil (SUPERMAGNET), DC Coil, SC-E02G-xxx to SC-E4G-xxx
SC-E5-xxx to SC-E7-xxx
Vglgzge Coil Operating Voltage / Frequency Voltage Vgl;‘a’ge Coil Operating Voltage
c dg Coil Operating Voltage/Frequency
24VAC 24 VAC 50 Hz / 24-26 VAC 60 Hz oade 24VDC 24\DC
110VAC | 100-110 VAC 50 Hz / 110-120 VAC 60 Hz 24v 24-25 VAC 50/60 Hz; 24 VDC
220VAC | 200-220 VAC 50 Hz / 220-240 VAC 60 Hz 100v 100-127 VAC 50/60 Hz; 100-120 VDC
440VAC | 415-440 VAC 50 Hz | 440-480 VAC60Hz | [200V 200-250 VAC 50/60 Hz, 200-240 VDG
500VAC | 480-500 VAC 50 Hz / 500-550 VAC 60 Hz 4o00v 380-450 VAC 50/60 Hz
500V 460-575 VAC 50/60 Hz

Performance Data

Frame size Making current (A) Breaking current (A) Operating cycles Durability (operations)
220V 440V 220V 440V per hour Electrical Mechanical

SC-E02 108 108 90 90 1800 2 million 10 million
SC-E03 144 144 120 120 1800 1.5 million 10 million
SC-E04 216 216 180 180 1800 1.5 million 10 million
SC-E05 250 250 200 200 1200 1.5 million 10 million
SC-E1 384 384 320 320 1200 1.5 million 10 million
SC-E2 480 480 400 400 1200 1.5 million 10 million
SC-E2S 500 500 400 400 1200 1.5 million 10 million
SC-E3 816 780 680 650 1200 1.5 million 5 million
SC-E4 816 800 680 650 1200 1 million 5 million
SC-E5 1260 1260 1050 1050 1200 1 million 5 million
SC-E6 1500 1500 1250 1250 1200 1 million 5 million
SC-E7 1800 1800 1500 1500 1200 1 million 5 million
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Fuji Duo Series SC-E Contactors

Standard operating
conditions

The magnetic contactors are manufactured for
use in the standard operating conditions given in
the table.

Wiring

Be sure to perform wiring correctly with
reference to the wiring diagrams. Main terminals
for models SC-E02 to SC-E7 are wired using
solid wires or stranded wires. Stranded wires

or flexible stranded wires can be connected by
twisting them together and crimping a sleeve
(ferrule) onto them before connecting.

Tightening torque

If wires are not tightened sufficiently, they

may become hot or loosen, resulting in a fire,
short-circuit, electric shock, or other potentially
dangerous situation. Tighten wires to the torques
specified in these tables.

www.automationdirect.com
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= Fuji Electric

Standard Operating Conditions

i Operating: -5 to +55 °C [+23 to +131 °F]
Ambient No sudden temperature changes resulting in condensation or icing
Temperature (The average temperature over a 24-hour period must not exceed 35 °C [95 °F]
Storage: -40 to +65 °C [-40 to +149 °F]
Humidity 4510 85% RH
Altitude 2000m or lower
Atmosphere No excessive dust, smoke, corrosive gases, flammable gases, steam, or salt
Vibration 10 to 55 Hz 15 m/s?
Shock 50 m/s?
Mounting 35mm IEC DIN rail mounting (SC-E02 to SC-E4), screw mounting
s
=
Mounting Angle
f§’><7<°"‘oo
IEC 947-4-1, EN 60947-4-1, VDE 0660
Standard JIS C 8201-4-1, JEM 1038
UL 508, file E42419; CSA C22.2, file 20479

Wire Sizes, Tightening Torques - Control Circuit

. ) One 0.751t0 2.5 (1 to 1.6mm diameter)
Solid or Stranded Wire (mm?) ,
Two 0.751t0 2.5 (1 to 1.6mm diameter)
Stranded Wire mm [in] 0.75t02.5[0.03 to 0.10]
Flexible Stranded Wire AWG 1810 14
Ring Terminal [SC-EO0x(P) .
only] mm [in] 7.710.30]
One 18to 14
AWG
Two 180 14
10mm
Insulation Stripping Length 0.39in
Fork Terminal Max. 7.7mm wide
Terminal Screw Size M3.5
Phillips screwdriver, H-type, No. 2 (ISO 8764);
Tool ADC part number TW-SD-VPH-1 or TW-SD-VPH-2
00
Flat-blade screwdriver, 1 x 5.5 x L-type, B (I1SO 2830);
ADC part number TW-SD-VSL-4
Tightening Torque (N.m) 0.8t01

Wire Sizes, Ti

ghtening Torques - Main Circuit

Contactor Type SC-E02-xxx | SC-E03-xxx | SC-E04-xxx | SC-E05-xxx
i i One 0.75t0 4 0.75t06

Solid Wire (mm?)

Two 1t04 15t06
Stranded Wire (mmz) mm [in] 0.75t0 10 [003 to 039]
Flexible Stranded Wire AWG 18108
Ring Terminal [SC-EO0x(P) only] | mm [in] Maximum 9.7mm [0.38in] wide

One 12 maximum 10 maximum
AWG ; -

Two 12 maximum 10 maximum

Insulation Stripping Length

11mm
0.43in

Terminal Screw Size

M4

Phillips screwdriver, H-type, No. 2 (ISO 8764);
ADC part number TW-SD-VPH-1 or TW-SD-VPH-2

Tool
Flat-blade screwdriver, 1 x 5.5 x L-type, B (ISO 2830);
ADC part number TW-SD-VSL-4
Tightening Torque (N.m) 121015
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Contactor Type SC-E1, E2, E2S-xxx SC-E3, E4-xxx SC-E5, E6-xxx SC-E7-xxx
Solid or stranded wire (mm?) 1 0.75t0 35 151070 41070 410120
Flexible stranded wire 0751025 151050 251050 251095
with sleeve (mm?)
Top-Only Flexible stranded wire
Connection without sleeve (mm?) 0.75t0 25 1.510 50 41050 41095
AWG 18102 16 to 2/0 12t0 2/0 12 to 250 MCM
Solid or stripping length (mm) 15 19.5 26.5 28.5
Single stranded wire (mm 2) 1 0.75t0 25 151050 41070 410120
Flexible stranded wire
with sleeve (mm?) 1 0.75t0 16 15t 35 2.5t050 25t095
Bottom-Only A ;
5 Flexible stranded wire
Connection without sleeve (mm?) 0.75t0 16 151035 4 t0 50 4095
AWG 18103 16 t0 1/0 1210 2/0 12 to 250 MCM
Sheath stripping length (mm) 12.5 16 26.5 285
Solid or stranded wire (mm?) ! | Top/bottom 0.75t0 25 1.5t0 50 41070 410120
AR TR ERTIRUALA oo 0751016 151035 251050 251095
Top/Bottom |Sleeve (mm?)
Connection | Flexible stranded wire
without sleeve (mm?) Top/bottom 0.75t0 16 1.5t035 4t0 50 4095
AWG Top/bottom 18103 16 to 1/0 12t0 2/0 12 to 250 MCM
Phillips screwdriver, H-type,
No.2
(ISO 8764);
ADC part number DN-SP1 or
Tool DN-SP2 Hex. wrench 4 (ISO 2936)
Flat-blade screwdriver, 1 x 5,
5xL-type, B (ISO 2830);
ADC part number DN-SS5
Tightening Torque (N°m) 25 8 ‘ 10
Self-locking Torque (N*m)? 1 2

Note 1: Stranded wire (0 to 25 mm? ) consists of 7 wires or less.
Stranded wire (35 to 120 mm? ) consists of 19 wires or less.

Flexible stranded wire consists of more number wires than the above.

Note 2: The tightening bolt must be loosened in order to insert the wire. However, stop loosening the bolt when the anti-drop attachment on the bottom of the bolt
reaches the top edge of the terminal. If a torque exceeding that given in the table is applied in this state, the retaining bracket may loosen.
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Fuji Duo Series SC-E Contactors

Electrical durability

AC-3duty / SC-E02 to SC-E05-xxx

g 3 8
380 440
38 8 3
10000
10000 ———
—— 5000
. 5000—]
& ] 3000
L 5000—— 5909 >
> 2000—— .
- g .
P 1000 s s
g 1000 |—— S —
= F—— s00 D n
500——] <
> 1 300 |~ .
S 30— 500 Y AN N
~ 200 — ot <k
] 100 AT
L 00l
8 —— 50 A s
R m— - -
x — RNEEEY
< —— %0 " ;
E 30 20 I '
20— ! !
10 H H
ol 1 1 2 3 5 10 20 | 30 50 100 200 300 500 1000
. < < <
3-phase motor capacity (kW) 5 9 2 & Breaking current (A)
and full-load current (A) 2 § ERE
5
380-440V 3 |9 KEE
E
o § ¥ [
A C-3duty/ SC-E1to SC-E7-xxx
2
oo 8
woaon)§ § Y
3 3 8
10000 ——— 10000 o sFetels
e SR R
— 3 8187818
__ sooo—| 5000
& —
3000
Q 3000——
X 2000—— 2000
» 1000—| 1000 NN
S = =
= 500 500 T 5
@ 300— 300 v ST
O 200 200 SRR DEES
5 E A N RN RN
100 s SN
O 100 — - =
kel S N
3 o —] SRR R
é w1 w SR LT
N AN N At
20 2° IR L
0 Hi R HE
10— 10 20 30 5 100 200 300 500 1000 2000 3000 5000 10000
| < | < <| < <| <|<
3-phase motor capacity kW) 8| 2| 8| 8|8 & &8 Breaki tA
and full-oad current (A) NIEREREREE reaking current (A)
EIE
380-440V EIEINREISRERE
2z 2E 2R3
REEE RS
A C-1duty / SC-E02 to SC-E7-xxx
g 8 28 NI 1
200-240V] [380-440V ; ; ;; ; ; §
10000 ] ]
10000 —— g-38 8-
— 373833
o
O 5000
T — 3000
X
= [—
5 3000 2000
c
S 2000—
2
© 1000
L 1000
o —
< ] 500
(“  E—
g 500 ———|
S 300
300 ——
< 200
©
S 20—
100 . .
100 1 2 3 5 10 30 50 i 100 200 300 500 1000

<
S
e
I

Breaking current (A)

20A}-- 3
25A
32A
50A
60A}--
65A
100A | .
105A [~
150A
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Fuji Duo Series SC-E Contactors
Accessories

Optional accessories

SC-E Contactor

$Z-Z coil surge /

SZ-AS1T auxiliary suppression unit

contact block \

SZ-AS1T auxiliary
contact block

= Fuiji Electric

contact block

j‘p.lh I 4" A
Auxiliary contact blocks with terminal s00® o0
covers N e e T
Maximum auxiliary contact blocks: ; . 00 5 -.
2 side mounted (1 per side) OR 1 front N \;-.v"
mounted. The front and side blocks cannot
be mounted together on the same contactor. $Z-A22T SZ-AMT SZ-ASAT SZ.AS2T

f“;g:{';:gu‘;if,;g auxiliary contact block Auxiliary Contact Blocks with Terminal Covers

and side mounting block cannot be . . . Number of Contact

attached to one contactor at the same L ges A LR I Contacts Arrangement

time. SZ-A22T 4 2N.0.+2N.C
2. Only one front mounting block can be SZ-A20T SC-E02(G)-xxx to E4(G)-xxx | Front mounting ) 2N.0.

attached to one contactor. SZ-A11T 1NO.+1NC.
3. Where interlock unit is already attached, SZ-AS1T SC-E02(G)-xxx to E4(G)-xxx 2 1N.0. +1N.C.

side mounting auxiliary contact block can SC-E5. E6. E7-xxx. SC-N4

be attached on one side only. N5, N6, N7, N8, N10, N11, | Side mounting

SZ-AS2T N12, SC.E5(G)00x 0 2 1N.O.+1N.C.
E7(G)-xxx

Accessory Auxiliary Contact Ratings - UL and CSA

NEMA ICS 5-2000 Ratings ( note 1)

AC Ratings DC Ratings
Designation Making VA Breaking VA Designation Making/Breaking VA
A600 7200 720 Q300 69

Note: For more information, refer to Control Circuit Contact Electrical Ratings

Accessory Auxiliary Contact Ratings - IEC and JIS continued on next page.
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Fuji Duo Series SC-E Contactors Accessories

Accessory Auxiliary Contact Ratings - IEC and JIS

Rated Making and Rated operational current (A) Minimum
Thermal Breaking Capacity AC DC Operating Voltage and
Current (A) atAc (A) Voltage AC-15 (Ind. load) Voltage DC-13 (Ind. load) Current

120V 60 120V 6 24V 3

220V 30 220V 3 48V 1.5

10 5VDC, 3 mA

440V 15 440V 1.5 110V 0.55
600V 12 600V 1.2 220V 0.27

Coil surge suppression units : : _
Coil Surge Suppression Units

; Applicable Contactor Operating Coil .
Part Number Price Device
AC Operated DC Operated Voltage
SZ-Z21 | 5 24-48 VAC/VDC
SC-E02-xxx to E05-xxx SC-E02G-xxxto
S2-22 E05G-xxx 100-250 VACMDC |
vari
Szz1 $z.2371 §2-731 SC-E1G-xxx to 24-48 VAC/VDC
SC-E1-xxx to -Edxxx
$2-232 E4G-xxx 100-250 VAC/VDC
Suppress surge voltage due to contactor SZ-74 T SC-E02G-xxx to 24-48 VAC/VDC
ON-OFF operations; easily connect to SZ.75 E05G-x0xx 100-250 VAC/VDC
contactor coil terminals. _SZ =7 2448 VACADC _
= SC-E1-xxx to E4-xxx - capapltor/
SZ-Z35 100-250 VAC/VDC |  resistor
. " . SZ-Z36 -E1G- 24-48 VAC/VDC
Important: When driving 24 VDC Fuji contactors with a PLC - SCS(SX’;’;X o
solid-state output, we recommend using diode terminal block S2-237 100-250 VAC/VDC
part number DN-D10DR-A or ZL-TSD8-24, Please see application SC-E02 to E05 380-440 VACIVDC
note AN-MISC-032 for additional information located on Automa- SC-E1to E4 380-440 VAC/VDC

tiondirect.com/technotes.
Note: Super Magnet Coils on SC-E5, SC-E6, and SC-E7 contactors have internal surge suppression.

See diagram below.
IC-circuit
Power Surge H Power
supply suppression H Closing switching
ACor DC circuit ! Si,g”a,l circuit
! circuit
' Voltage
1 | detector
H Sealing
Rectifier ! signal
circuit ! circuit
1
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Fuji Duo Series SC-E Accessories
Connection kits for reversing SC-E contactors

SZ-ERWIA SZ-ERW1B SZ-ERW1D SZ-ERW2A SZ-ERW2B

Line Side/ﬁ Load Side . ) ) .
. Load Side Line Side Load Side
Wiring wiing  /// NN\ Wiing  //7 N\ Wiring /7?5\ N\ Wirng  //7N\\

el Ll o)

SZ-ERW2D SZ-ERW3A SZ-ERW3B SZ-ERW3D

Load Side /_\ Line Side i i
. o Load Side Load Side
Wiring //T\\ Wiring / 77 i ; \ Wiring ///T\\\ Wiring ///T\\ \

Connection Kits

Part Number Price Description Use with Contactors
SZ-ERW1A Line side reversing connection kit.

SZ-ERW1B* Load side reversing connection kit. For wiring load side when using contactors only or with a MMS device. SC-E02-xxx to SC-E05-xxx
SZ-ERW1D Load side reversing connection kit. For wiring load side when using two contactors with a thermal overload relay.

SZ-ERW2A Line side reversing connection kit.

SZ-ERW2B* Load side reversing connection kit. For wiring load side when using contactors only or with a MMS device. SC-E1-xxx to SC-E2S-xxx
SZ-ERW2D Load side reversing connection kit. For wiring load side when using two contactors with a thermal overload relay.

SZ-ERW3A Line side reversing connection kit.

SZ-ERW3B* Load side reversing connection kit. For wiring load side when using contactors only or with a MMS device. SC-E3-xxx to SC-E4-xxx
SZ-ERW3D Load side reversing connection kit. For wiring load side when using two contactors with a thermal overload relay.

* When using the SZ-ERWxB, a TK-E thermal overload relay must be separately mounted and wired using an SZ-HxE base. To assemble a TK-E overload directly to the contactor use a SZ-ERWxD load side
connection kit.

Mechanical interlock unit

Mechanical Interlock Unit

Part . L .
Number Price Description Use with Contactors
SZ-RM Used when building a reversing stader. Prevents both SC-E02-xxx to SC-E-xxx
= contactors from being pulled in at once.

SZ-RM NOTE: Mechanical interlock unit cannot be used with SC-E5-xxx through E7-xxx contactors.

Parts for reversing Fuji SC-E contactors
» SC-E (Contactors - qty. 2)

» SZ-ERWxA (Line side connection kit - qty. 1) . .
» SZ-ERWxB* (Load side connection kit - gty. 1) E FU]l EIGCtrIC
« SZ-RM (Mechanical interlock - qty. 1)

» SZ-AxxT (Auxiliary contact blocks - gty. 1)
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Fuji Duo Series SC-E Contactors

Dimensions (mm) Wiring diagrams
Contactors Contactors
SC-E02,E03,E04, E05-xxx Panel driling
91(Rail height 15) 089 1o " col | g
| Main oilterminal o 0 SC-E02 to E05-xxx
terminal M4 43 M3.5 g s S C-E 110 E4-xxX
of N &It SC-E02G to EO5G-xxx

SC-E1G to E4G-xxx
SC-E2S, E2SG-xxx

\ \ X © Wﬂ 1L 32 513 ﬁﬂw
Iy e - £ — AR
2 Jg_{ 105 Mougﬁi&g“hole /Lg ‘ \lhxi\(l\l‘\l?‘{j
7

1 54 62 12/T1 4/T2 6/T3 184 72 1
g -

s
49
A_“ _
|
&0
@Biosz]

Weight: 0.33 kg

Use the tw 0 mounting holes on a diagonal line
(Tor (@ mount contactor

LT e

e
|54 62)14 22 2/t 47T26/T3 44 32| 84 72

@ 35%60 (2: 35x(481t0) 52 *1 In case of aux. contact 2NO+2NC
SC-E1,E2,E2S-xxx
106 (Rail height 15) ,(28) *2 Main (79) " Coilterminal Panel drilling
9% torminal 54 M35 BB SC-E5,E6, E7-xxx
‘ © © g *1 *1
| | @ ‘ - B
= 53 61|13 21 1/L1 3/L25/L3 43 31|83 71
F y [ T ‘ T F‘ MR

57
90

*1 !
/1N
Mounting hole /] *! In case of aux. contact 4ANO+4NC

}__}16.5 2-M4

Weight: 0.58 kg
Use the tw o mounting holes on adiagonal line
({@pr (@ mount contactor
@ 45x75 (2: 45(38t046) 80
SC-E3, E4-xxx
Panel drillin
__121(Rail height 15) (28) *2 ¢
111
725 Main 91 * Coilterminal
105 25 terminal 67 M35
e L — ]

sl &

o
1
!
-
]
77
12

o o o I

|
*2 . %JF—J
‘205‘ Mountinghole / (g5 toj60

Use the tw 0 mounting holes on adiagonal line
(@or (@ mount contactor
@( 55t0)60x90  (@: (54to) 60x90

Weight: 1.1 kg

Motor Controls tMRC-57
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Fuji Duo Series SC-E Contactors

Dimensions (mm)

Contactors

SC-E5-xxx
132

7
32.7 4

T

—D
+—H-==f-
—D

"
T
n

Weight: 2.0 kg

*1 Side mountingaux. contactb lock
*2Front mountingaux. contactb lock

SC-EB-xxx
138

77
388, 4

~ Weight: 2.6 kg

SC-E7-xxx
140

76.8

388

Weight: 2.9 kg

Main Coil terminal
terminal (111) * M3
Aucxiliary 88 5‘3
terminal
M35
I ||
- &8
|
32
Main ’\Cﬂoil terminal
terminal *1 3.
—_— (123)
Auxiliary Y 100 0
terminal 2}
M3.5
[wle]
el 3 e ¥
o
|32
Main Coil terminal
terminal (13g) » M35

!

. 115 0
Auxiliary il
terminal
M3.5

|
©|
<
a5
i ~
o

SC-E02G,E03G,E04G, EO5G-xxx

118 (Rail height 15)

108

28)

Weight: 0.59 kg

www.automationdirect.com

Main

terminal (68)
M4
!
’ @[ ®

A

* Coil terminal

M35

IN
(5]

Panel drilling

Mounting hole
2-M4

Panel drilling

(80t0)90

s

AAAjAA‘\

"

|
|

.
|
o
‘

Mouhting hole
2-M5

Panel drilling

(80t0)90

T

*
|
' ‘—"!

]

|

o
N

@

@

&8

@

13 10.5

@

18.5(t0 20.5)

1]

Mounting hole
2-M5

Panel drilling

9]
145

=]

(481t0)52

T
Mounting hole
2-M4

Use the tw 0 mounting holes on adiagonal line
(@pr (@ mount contactor
D 35>60 (@: 35X4810)52

JF= Fuiji Electric

Motor Controls
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Fuji Duo Series SC-E Contactors

Dimensions [mm)]

Contactors

SC-E1G,E2G, E25G-xxx

130 (Rail height 15) (28),** Panel drilling
121.5 79) ' i i
Main 79) pol terminal 45(381046)
terminal 54 oD
‘ )
0 ) | o
fee] (MT—\_»
— T
T |9 ‘ @ ‘
= K X!
) AR
A
) )(_)@ gﬂ_ﬁztmg hole /
Weight: 0.79 kg
o ) Use the tw o mounting holes on a diagonal line
Side mountingaux. contactb lock @pr (@ mountcontactor
*2F ront mountingaux. contact b lock @ 455 (2: 45(38t046) 80
SC-E3G,E4G-xxx
140 (Rail height 15) (28), +2 Panel drilling
130
Main 1 5410)60
10591'5 25 terminal | (2;) —
J re |~ ‘ = g
g KT A
=i irn WA
— j I ! I
/ @, ‘ I
+ [ [e_e W |
” Mounting hole i —
Weight: 1.4 kg o (551060

*1 Side mountingaux. contactb lock
*2Front mountingaux. contactb lock

Dimensions [mm]

Auxiliary contact blocks - front mounting

= Fuiji Electric

Use the tw o mounting holes on adiagonal line
(@or (2 mount contactor
@( 55t0)60 ¥0 (@: (54t0) 60 RO

Wiring Diagrams

SZ-A22T,A20T, AT

SZ-A22T, A20T, AT for SC-E02 (G)-xxx to E4 (G)-xxx 5‘3 ?3
2NO \\
Contactor with aux. contact block 54 64
! c Approx A A
M35 77 M3577 Ffp 3 ‘Fj ‘ o o
AL ” ‘ ‘ INO+INC \‘7
,3?3?3*@}' N o /‘J ) a ﬂ 54 62
0 LA
24 53 61 71 83
A22T  Weight: 36 g 2NO+2NC \‘Ht\‘
SZ-A20T,ANT  Weight: 20 g 54 62 72 84
Type A B C
SC-E02,E03, E04, E05-xxx 43 80 109
SC-E1,E2,E2S-xxx 54 90 124
SC-ES3, E4-xxx 67 12 139
SC-E02G, EO3G, E04G, E05(G)-xxx 43 80 136
SC-E1G, E2G, E2SG-xxx 54 90 1495
SC-E3G, E4G-xxx 67 12 158
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Fuji Duo Series SC-E Contactors

Dimensions (mm)

Auxiliary contact blocks - side mounting

SZ-AS1T for SC-E02(G)-xxx to E4(G)-xxx

Wiring Diagrams

1N.O.+1N.C.
Contactor with aux. contact block Mounted on right side
o] n 8
M35 H‘
—_ .
Piri j \W 72 84
| . Mounted on left side
a5 771 i — |
i2] |75 L — = 5|3 o
Weight: 28 ¢ Type A B ) 3 ?‘
SC-E02, E03, EO4, E05-xxx 67 80 81 43 54 62
SC-E1,E2, E2S-xxx 78 90 54 54
SC-E3, E4-xxx o 112 67 67
SC-E02G, E03G, E04G, E05(G)-xxx 67 80 108 43
SC-E1G, E2G, E2SG-xxx 78 90 1215 54
SC-E3G, E4G-xxx o 112 130 67
SZ-AS2T for SC-E5 to E7-xxx
Contactor with aux. contact block
c A 1N.O.+1N.C.
‘ 12 D 12 ] ]
B Mounted onright side
T 71 8
M3.5 ’7 . ?\I
L : 7 8
o . |
-T- — I N T . 1 Mounted on left side
C) ‘ ‘ 53 61
L — | . |
475 " ’ L ‘ | \?‘
| — 14 1 Llnln “
Weight: 40 g ‘
Type B C D
SC-E5-xxx 112 155 132 88
SC-E6-xxx 124 169 138 100
SC-E7-xxx 139 175 140 115

www.automationdirect.com

Motor Controls

tMRC-60


http://www.automationdirect.com
http://www.automationdirect.com

1-800-633-0405 For the latest prices, please check AutomationDirect.com.

Fuji Duo Series SC-E Contactors

Dimensions (mm) Wiring Diagrams

Coil surge suppression units

§Z-Z1, 22, Z4, Z5 SC-E02to EO5-xxx + SZ-71,72
(Built-in varistor)
27 10 26
Sl — A o)
i i | 15
- L
i |
i 1 SC-E02 to EO5-xxx + SZ-Z4, Z5
\ H (Built-in capacitor/resistor)
i S|
[ I N NS . T_ﬁ_‘I'_T
Weight: 149
S§Z-Z31, Z32, Z34, Z35, Z36, Z36, Z37 SC-E1to E4-xxx + SZ-Z31,732
(Built-in varistor)
26 12.5
0 ‘ 37
M

T (A [
? L

j SC-E1to E4-xxx + SZ-Z34, Z35
A ; (Built-in capacitor/resistor)
U H SC-E1G to E4G-xxx + SZ-Z36, Z37
Tﬂ ,,,,, e i (Built-in capacitor/resistor)

(2581 SZ-RM
315
[124] | |
[—-I_-- i ’/(_M\_,\/\ ’(_H_,H
\_,|=_: = \_‘ I : : | b
| ® | 360 | | 410
—?3— -+ ‘E@@_ (1.421 B I R R - B 1 (1621
ﬁ;j o o | i
| : II_J |
T L 1S L./-\L_l"_/ W 13.0
[0.06] | | [o.sj
13.0
47.0 180
[1.85] (.51 [0.713
| eso |
[0.983
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