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Solenoid Valve Cables and Connectors

8mm Connectors

These high quality connectors and over-molded cables help reduce wiring
time. The lower voltage models, 24V or 110V AC/DC, include built-in
surge suppression, Yellow LED indicator and are rated for connecting with
electronics. The 230V AC/DC models are rated for straight wired products.
All models are available in five sizes based on DIN 43650.

Features

* 8mm, 9.4mm, 10mm, 11Tmm and 18mm square DIN styles

« Fits most popular solenoid valves and sensors

» Suppression and LED indication available in 24V or 110V AC/DC models

» PVC jacketed cables in 1, 3 or 5 meter lengths on select connectors

« Field wireable connectors on select models

« Polarity insensitive (follow solenoid, sensor, or other devices wiring diagram)

Dimensions shown
mm [inches] 355 _ 33.9
[1,40] T r1.341
[ .
fom Il m— 155 - 10
' H- 82
? [0.613 5 ]
155 }
8.0 [0.61] 80 | | 159
[0.31] [0.31] [0.63]
Height = 25mm [0.98in] Height= 26mm [1.02]
Connector with Cable Field Wireable Connector
0 N0IE pnnecta per L 43090 FC
.| Voltage | Current | IP s Cable Dia. . Wiring | Screw Size/ | Weight
Part No. Price (AC/DC) | Rating | Rating Wire Size (in.) LED Surge Protection Figure Torque (Ibs) Agency Approval|
SC8-L§24-3 . zener diode 0.40
+ 2.5-
SC8-L524-5 24:220% o | ©zooasavaw | T sy [ oes
SC8-LS110-3 10100 67 | 1BAWG 023 |V Jener diode . 04Nm | 041 | (080128-0-000)
SC8-L8110-5 - (D-Z DO-41 ZY200 2W) @5inib) e
SC8-3 2 0.39
Solid 12 AWG field
S Strandeéi 14 | wireable m2.5-
- 65 AW gland size 9 0.45x25mm/ | 0.10
230 | max6A wFerule 16 | 020t0 | NO none e
AWG 0.24 (4.4inlb)
SC8-1 67 18 AWG 0.23 2 0.10
SC8-5 ' 0.68

Last digit in part number denotes cable length in meters, a 0 indicates field termination.

8mm Transmitter Connector

Dimensions shown
mm [inches]

35.5
[1.40]

155 1 —
[0.611 @ 7
f

r0.317"
Height = 25mm [0.98in]
Connector with Cable

15.5
[0.61]

8mm (4-pole) Connectors (per DIN 43650 Form C
. Voltage | Current . Wire | Cable Dia. Surge Wiring | Screw Size/ | Weight | Agency
LU R (AC/DC) Rating L Size (in.) = Protection | Figure Torque (Ihs) Approval
m3-0.5x42mm/ CSA
SC8-5T 230 max 6A 67 18 AWG 0.26 yes none 8 0.5Nm 0.80 (080128-0-
(44in1b) 000)

Last numeric digit in part number denotes cable length in meters, a 0 indicates field termination.
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Solenoid Valve Cables and Connectors

9.4mm Connectors

. 355
Dimensions shown [1.40]
mm [inches] i

156 1 -
[0.61] %

o 9.4 | 156
0371 [0.611

Height = 25mm [0.98in]
Connector with Cable

9.4mm (3-pole) Connectors (DIN Style, Form C Industrial

. Voltage | Current| IP | Wire |Cable Dia. . Wiring | Screw Size/ | Weight

Part No. Price (AC/DC) | Rating | Rating| Size (in.) LED | Surge Protection Figure Torque (Ibs) Agency Approval
SC9-LS24-3 zener diode 040

SC9-LS24-5 24£20% (D-ZDO-15 47V 2W) 1 m3-0.5x26mm/ | ( g4

SCTSHO- max 4A yes : 0.4 Nm CSA (080128-0-000)
SC9-L§710-3 110 +10% 18 zener diode 7 (35in1b) 0.40

SC9-LS110-5 = 67 | anvg| 028 (0-2D0-412Y200 2) 064

SC9-3 20 oA ) m3-8.5x§6mm/ 0.40

max no none .5 Nm none
SC9-5 (4.41inb) 0.64
9.4 mm Connectors
Dimensions shown - [35.7] o
. X 1.41
mm [inches] [;_ 3“7}
1 % Foa ]
[t]).sé?] - | 156 |
Height = 25mm [0.98in]
Connector with Cable
y.4 4-DOlE 0 PCIO ) ; 0 N0 ;
Part No Price Voltage | Current| IP | Wire | Cable Cable LED Surge Wiring | Screw Size/ | Weight Agency
: (AC/DC) | Rating | Rating | Size | Dia. Length Protection | Figure Torque (Ibs) Approval
7000-94141-6270300 9.8ft/3 m3- 0.50
230 VACI| ax6A | P67 | 18 | 56-62 " o | none g | 0-ox26mm/ (08012088-8-000)/

7000-94141-6270500 vDC AWG | mm 16.4ft/5m (gém) 0.79 RoHS
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Solenoid Valve Cables and Connectors

10mm Connectors

. . 45.0
Dimensions shown 771 e
mm [inches ‘ ‘
[ ] «[21‘?00]* ‘ [1‘77]ﬁ
o5 &2 o H@iﬁ*
[0‘?51 +£) | B ‘ -
‘ ‘ 28.0
(oo ‘0L[0?3‘[]5] réggf = [1‘101"
Height = 30mm [1.18in] Height = 41mm [1.61in]
Connector with Cable Field Wireable Connector
10mm (3-pole) Connectors (per DIN 43650 Form B
.| Voltage | Current | IP A Cable Dia. . Wiring| Screw Size/ | Weight | Agency
FLAL LTS (AC/DC) | Rating |Rating A (in.) LED | Surge Frotection Figure| Torque (lbs) | Approval
SC10-L524-3 zener diode 043
5C1015245 24220% | max4A s | DZDOAS V2 10 068
SC10-L5110-3 zener diode m3-0.5x30mm/| 0,43 CSA
110 £10% 1A | 67 18 AWG 0.23 6 04N 080128-0-
SC10-L5110-5 | e (D-Z DO-412Y200 2W) aamm | oss | 00
10- 043
SC10-3 230 max 10A no none 3
SC10-5 0.68
SC10-1524-0 24 £20% | max 4A Solid 12AWG | field zener diode 4 0.07
Stranded 14 | wireable | yeg | (22DO1547V2W) m3-0.5x42mm/
L g 65 AWG gland size mov 0.5Nm none
SC10-L5110-0 110 £10%) max 1A wiFerrule | 0.24 10 (SIOV $10 K130) 5 | @anp | 7
SC10-0 230 | max 10A 16AWG 0.32 no none 9 0.06
Last digit in part number denotes cable length in meters, a 0 indicates field termination.
11mm Connectors 450 L 450
o [1.771 [L771 .
Dimensions shown 280 _ 280 _ ‘*[1‘7‘714“
mm [inches] (L1od ‘ (1103 ‘ :
of5 i 215 7%hﬁm (6871 D
[OE&S] [0.85] == { =
11.0 ‘ 140 * 11.0 11.0 *[elgfgj*‘
(04317 ~—10.55] [0.431° 10551 437 ‘
lqﬂ Height = 30mm [1.18in] Height = 30mm [1.18in] Height = 41mm [1.61in]
L y Connector with Cable Reverse Connector with Cable Field Wireable Connector
Dole DNNECIe ) | ’ | a
. Voltage | Current | IP s Cable Dia. . Wiring | Screw Size/ | Weight
Part No. Price (AC/DC) | Rating | Rating Wire Size (in) LED | Surge Protection Figure Torque (Ibs) Agency Approva
SC11-L524-3 zener diode 044
SC11-L524-5 24200 | max4A ozbosavaw) 10 067
11-LS110- zener diode 0.44
SCILLST10:3 110 £10%| max 1A (D-Z DO-41 ZY200 6
SC11-LS110-5 Jes 2W) 0.67
11-LS24-3R - m3-0.5x30mm/ | .44 CSA
SC11-L524-0R 24520% | max4A | 67 | 1BAWG 023 02504 Jiode w10 0.4 Nm
SC11-LS24-5R (35in1b) 067 | (080128-0-000)
SC11-LS110-3R zener diode 0.44
110 £10%| max 1A (D-Z DO-41 ZY200 6
SC11-LS110-5R W) 0.67
11- 0.44
SC11-3 230 max 10A no none 3
SC11-5 0.67
SC11-L524-0 24 £20% | max 4A Solid 12AWG | field zener diode 4 0.07
’ o | Svanced1d | wireale | yes (D-ZDO-15 47V 2W) m-0 5xtzmm
B . 5 AW gland size mov .5 Nm none
SC11-LS110-0 110 £10%| max 1A wiFerrule 16 |1~ 024 1o (SIOV $10 K130) 5 (@4in ) 0.07
SC11-0 230 | max 10A AWG 0.32 | no none 9 0.07

Last numeric digit in part number denotes cable length in meters, a 0 indicates field termination.
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Solenoid Valve Cables and Connectors

18mm Connectors

435.0
, . - 1771
Dimensions shown [?3 ‘ ;J]
mm [inches] ‘ | B
280
;7 0 @ ® [1,103 fe—& ——
[1,06] 1 - EFE
& ] 180 | | 28‘0,‘
18.0 27.0 .l r0.711 [1.101
[0.711 TTr.061

Height = 41mm [1.61in]

Height = 30mm [1.18in] Field Wireable Connector

Connector with Cable

. Voltage | Current | IP S Cable Dia. . Wiring | Screw Size/ | Weight | Agency
fFartNo. Price | (ac/pc) | Rating | Rating | Wire€ Size |\ i)™ | LED | Surge Protection | pioo | rorque | (ibs) | Approval
SC18-L524-3 zener diode 044

0,
5C18-1524-5 24 £20% | max 4A (D-2DO-15 47V 2W) o
7
SC18-15110-3 Y8 I Jener diode m3-05x30mm/| 044 |  CSA
110 £10%| max 1A 67 18 AWG 0.23 (D-Z DO-41 2Y200 0.4 Nm (080128-0-
SC18-LS110-5 2W) (3.5in1b) 0.69 000)
SC18-3 0.44
230 max 10A no none 2
SC18-5 0.69
diode
SC18-L524-0 24 £20% | max 4A Solid 12 AWG field g zent_ar 4 0.07
StrandeGd 14 | wireable | yes (D-2DO-15 47V 2W) m3-0.5x42mm/
_ g 0 65 AW gland size mov 0.5Nm none
SC18-LS110-0 110 £10%| max 1A wiFerrule 16 0.24 to (SIOV $10K130) 5 (44in Ib) 0.07
SC18-0 230 | max 10A ANG 032 1 o none 9 0.07
Last digit in part number denotes cable length in meters, a 0 indicates field termination.
Dimensions shown
mm [inches]
18mm Connectors —
I
27.0 18.0
[1.0¢] [0.71]
R
Height = 30mm [1.18in]
Connector with Cable
0 4-pole DNNecte ) B. IFC A INC %
. | Voltage | Current| IP | Wire .| Cable Surge Wiring | Screw Size/ | Weight |  Agency
Part No. Price (AC/DC) | Rating | Rating| Size Cable Dia. Length LeD Protection | Figure Torque (Ibs) Approval
7000-18111-627 9.8t/3 m3- 0.53
000-18111-6270360 20VAC! o qonl g7 | 18 | 56— ool none g | 05@6mm (08(?1823-0-
7000-18111-6270500 vDC AWG | 8.2mm | 16.4ft/5m (gé' i,r\:rl?)) 0.83 | 000)/RoHS
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Solenoid Valve Cables and Connectors Wiring

Diagrams
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