CONTRINEX)
LLR-C23PA-NMx-400 @ IO-Link

Device ID 67329 (0x10701)

SIO mode Supported

Baudrate COM2 (38.4 kBaud)

Service PDU Not supported

10h (1;1) (7:6)  Reserved

10h (1;1) (3:2) Reserved

11h (1;2) (7:0)  Reserved

13h & 14h (1;4-5)  (9:0) Reserved

Sensor working mode.
15h (1:6) CUN i 1=fine (500 Hz); 2=normal (1 kHz); 3=fast (2 kHz).

17h & 18h (1;8-9)  (15:0) Reserved

Maximum sensor temperature over whole sensor lifetime.
Real temp [°C]=(Max_Temp*115/129)-54.125

1Ah (1;11) (7:0)  Maximum temperature

LED regulation limit If 1, the limit on LED regulator is reached, no additional compensation possible
- Dmubanceonteceer  AwaysOforemiter
4 Under-voltage for 10-Link If 1, voltage under |O-Link required level has been detected
| o Undervolagoonsensor i1, volage indersencorequred lovel hasbsendetected
2 Maximum temperature If 1, new maximum temperature has been detected
1 EMOdsees  fLamEMCewntnasbeendeted
0 Short circuit detection If 1, too high current causing short circuit protection has been detected

Downloads: I0DD files may be downloaded from www.contrinex.com (Download section)



CONTRINEX)
LLR-C23PA-NMx-400 @ IO-Link

Gerate-ID 67329 (0x10701)

SI0 Modus Unterstitzt

Baudrate COM2 (38.4 kBaud)

Service-PDU Nicht unterstutzt

10h (1;1) (7:6)  Reserviert

10h (1;1) (3:2)  Reserviert

11h (1;2) (7:0)  Reserviert

13h & 14h (1;4-5) (9:0) Reserviert

Arbeitsmodus des Sensors
15h (1:6) (3:0) Sensormodus 1=fein (500 Hz); 2=normal (1 kHz); 3=schnell (2 kHz).

17h & 18h (1;8-9) (15:0) Reserviert

Maximale Sensortemperatur im Sensorlebensdauer
1Ah (1;11) (7:0)  Maximale Temperatur Isttemp [°CJ=(Max_Temp*115/129)-54.125

6 LED-Einstellgrenze 1 = die LED-Einstellgrenze ist erreicht worden. Weiterer Ausgleich ist nicht méglich
5 SeungamEmpEger  FrSeermmero
4 Unterspannung fir [O-Link 1 = eine Spannung unter dem flir |O-Link erforderlichen Spannungspegel ist erkannt worden
- Untrspanning am Sensor 1 = eie Spannung untr dern rden Sansr rorderichen Spannungepegel st erantvorden
Maximale Temperatur 1 = eine neue maximale Temperatur ist erkannt worden
- EWemamt  iseneMEensteramtwowen
0 Kurzschlusserkennung 1 = ein Kurzschlussschutz gegen zu hohen Strom ist erkannt worden

Downloads: IODD-Dateien finden Sie auf der Contrinex-Website www.contrinex.com (unter Download)



